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SPECIFICATIONS –SEASON 2010 
 
 

GENERAL SPECIFICATIONS   DECK FITTINGS      INSIDE ACCOMODATION  
Headroom in the wheelhouse: 1.84 m 

Length overall   5.49 m   Mooring cleat at the front 
Hull length    5.40 m   Stainless steel pulpit     Tinted windscreen 
Width     2.40 m   Self-draining anchor locker    Side windows 
Draft    0.33 m   Access steps to side decks    Wheelhouse enclosure in 2 parts 
Water draft   2.04 m   2 stainless steel handrails on wheelhouse canopy  
Dimensions of the cockpit  L 1.23m x l 1.93 m Handrail to port     Helm 
Dry weight   500 kg   2 large side decks with non slip surface  Pilot and co pilot seat with upholstery 
Maximum engine power  60 HP / 45 kW Central locker      2 lockers under seats 
       2 mooring cleats in the cockpit   Steering wheel   
CE certification    C5 persons  Stainless steel rear pulpit     Stainless steel foot rest 

  Number of berths   2 persons  2 rear bench seats integrated to hull   
       Rear bench seat     Cabin 
Upholstery    white vinyl  Integrated bathing platform    Headroom in the cabin: 1.26 m 

Stainless steel foldable ladder 
                V-shaped double berth 
         Non slip surface     3 lockers under seats 

HULL              Door in 2 parts with locker 
Rubbing strake to hull Marine blue        
Hull colour   Ivory       

  Hull decorations  Marine blue         OPTIONS 
                Windscreen wiper 
                Navigation lights 
                Roof hatch 
                65 L Fuel tank with electric gauge 
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